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URBAN BOLDUC Landscapes and Projects

Bolduc is a family business and a 
homegrown success story that has 
always remained true to its values of 
quality, initiative, and breakthrough 
design to better satisfy you. For over 65 
years, Bolduc has shared your passion, 
creating superior outdoor environ-
ments for the residential, urban, and 
commercial markets.

We have kept our spirit of authenticity 
by staying in tune with the times. We 
have the styles and trends to fit your 
needs—contemporary and authentic.

Our business office, production  
facilities, and R&D department are 
grouped together in a single loca-
tion to guarantee unparalleled quality  
every time. Beautiful and durable, 
Bolduc products meet the strictest 
criteria of aesthetic appeal and long-
lasting performance to fit perfectly 
with every project you design. Enter 
the world of Bolduc and be inspired by 
our quality.

Cover project: 
Campus MIL, Complexe des Sciences,  
Université de Montréal

Bolduc has been creating exquisite 
outdoor spaces for over 65 years.

PARC  
JEAN DRAPEAU  
Montréal



YUL  
CONDOMINIUMS
Montreal

THE PROMENADE  
FLEUVE-MONTAGNE, 
MCTAVISH STREET 
McGill University, Montréal



LANSDOWNE 
PARK  
Ottawa

HABITATIONS  
ST-MICHEL NORD
Montreal



CHAUMONT 
AVENUE
Montreal

DOWNTOWN
Magog



EVOLO,  
NUN’S ISLAND
Montreal

BUCHAN STREET
Montreal



BOTANICAL 
GARDEN
Montreal

SOLAR 
UNIQUATIER
Brossard
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The Premium finish gives architectural surfaces a level 
of elegance unparalleled on the market. It is made 
following a proven process combining two concrete 
mixes, with a finer composition in the top layer to de-
liver a smooth surface for easy upkeep. This distinctive 
finish boasts superior wear-resistance that far outstrips 
industry standards for colors that stay vibrant longer.

Premium Finish
Avenue, Citadin and Prestige

Top layer:
 • Made with a finer composition of concrete 

• Smoother surface texture

• Higher cement content than the base

•  Bulk-dyed using inorganic pigments (for colors other 
than grey)  

•  Industry-leading durability, designed to withstand 
freeze/thaw cycles and keep colors vibrant longer 

•  Grenart surface provides superior wear resistance for 
the rolling surface.

Bottom layer:
•  Made with a coarser composition of concrete 

• Free of pigment 

• Proven resistance and lasting performance

This coarsely textured finish highlights the natural 
beauty of the high-quality aggregate. Our unique 
texturing process reduces slipping and lends a 
touch of trendy urban elegance to any project.

This smooth and polished finish is as dazzling 
to behold as it is soft to the touch. The texture 
showcases the natural grains of the aggregate 
used in the mix.

This finish is even, soft to the touch, and virtually 
free of bumps and irregularities. Its smooth 
surface makes for a very glossy finish thanks to 
its finer composition of concrete. This paver that 
combines the technical qualities and good looks 
professionals seek. 

GRENART FINISH

POLISHED  FINISH

SMOOTH FINISH

CARVED FINISH

PATINART FINISH

REGULAR FINISH SPLIT FACE FINISH

ANTIQUE FINISH

This finish highlights the texture of the stones at 
any time of day, giving them a time-weathered 
look.

This finish evokes the elegance of chiseled stone. 
Its sculptured surface and muted tones lend a 
natural warming effect to any space.

This classic finish is made with small and large 
aggregate according to the industry-standard 
manufacturing process.

This rugged split face finish is reminiscent of old-
time cut-stone constructions.

This finish features roughly hewn edges that 
recall the stones of yesteryear.

REGULAR FINISHSMOOTH FINISH

A Closer Look at Our Finishes

GRENART  
PREMIUM FINISH

POLISHED  
PREMIUM FINISH

SMOOTH  
PREMIUM FINISH
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We recommend that you examine actual  
samples before making your final choice.

Avenue® 
Urban Paver

        Pavers contributing to 
LEED program 
LEED-certified solar reflectance index 
(granite gray, light gray, opal white,  
ivory, light beige, Sahara beige)

Beauty and harmony!
These pavers blend in perfectly with  
surrounding architecture and urban land-
scapes.

•  Specially designed for landscaping parks, 
walkways, driveways, streets, parking 
areas, etc.

• Wide selection of bright colors

•  Smooth premium , Grenart premium  
or polished premium  finishes available

• Many patterns available

•  Versatile manual or mechanical  
installation

• 315/16 inches (10 cm) thick

•  Rugged texture and chamfers provide a 
nonskid surface

•  Withstand freezing and thawing cycles, 
abrasion and compressive stresses

• 6 colors contributing to LEED program 

Geometric characteristics:
Nominal dimensions (in./cm)
Whole patterns 
315/16 x 315/16 x 1113/16 in. (10 x 10 x 30 cm) 
315/16 x 315/16 x 173/4 in. (10 x 10 x 45 cm) 
315/16 x 57/8 x 57/8 in. (10 x 15 x 15 cm)  
315/16 x 57/8 x 173/4 in. (10 x 15 x 45 cm) 
315/16 x 57/8 x 1113/16 in. (10 x 15 x 30 cm) 
3 15/16 x 7 7/8 x 7 7/8 in. (10 x 20 x 20 cm) 
3 15/16 x 7 7/8 x 15 3/4 in. (10 x 20 x 40 cm) 
315/16 x 1113/16 x 1113/16 in. (10 x 30 x 30 cm) 
315/16 x 1113/16 x 173/4 in. (10 x 30 x 45 cm) 
315/16 x 315/16 x 235/8 in. (10 x 10 x 60 cm) * 
315/16 x 77/8 x 235/8 in. (10 x 20 x 60 cm) 
315/16 x 1113/16 x 235/8 in. (10 x 30 x 60 cm) 
315/16 x 235/8 x 235/8 in. (10 x 60 x 60 cm) 
315/16 x 195/8 x 195/8 in. (10 x 50 x 50 cm)

1/4 Pattern 
315/16 x 195/8 x 195/8 in. (10 x 50 x 50 cm) 

1/2 Pattern 
315/16 x 195/8 x 195/8 in. (10 x 50 x 50 cm) 

*  For this model (315/16 x 315/16 x 235/8 in.), the capacity of the vibra ting 

plate used to settle the paving stones into the installation bed and en-

sure penetration of the joint filler must not exceed 4,800 lb. (2,200 kg).

Dimensional tolerances † : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2 are the following:

Length: -1/32 in. to + 5/64 in. (-1 mm to +2 mm) 
Width: -1/32 in. to + 5/64 in. (-1 mm to +2 mm) 
Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
48.1 lbs/sq. ft. (235 kg/m2)

Physical characteristics†:
Compressive strength**
7250 Psi (50 Mpa)

Durability to freeze-thaw cycles with utilisation in 
saline solution**
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

† Copies of lab tests are available upon request.

Tests performed as per CSA A231.2

Colors:

Brown

Ivory

Opal White

Burned BeigeSahara Beige

Light Beige

Sandhill Beige Salmon

Anthracite

Red

Caledonia Pink

Clay Red

Burgundy

Granite Gray

Smoke GraySilver Gray

Light Gray

Bistre

MARCHÉ 
CENTRAL
Boul. de l’Acadie, Montreal
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Avenue® Autoblocking
Urban Paver

Beauty and stability!
These pavers blend in perfectly with  
surrounding architecture and urban  
landscaping.

•  Specially designed for streets, intersec-
tions, crosswalks, parking lots, storage 
areas, parks, etc.

• Wide selection of shimmering colors

•  Smooth premium , Grenart premium  
or polished premium  finishes available

• 315/16 inches (10 cm) thick

•  Horizontal and vertical HV autoblocking 
system provides optimal surface stability 
(system with mortise / tenon)

•  Horizontal RL autoblocking system  
provides surface stability (system with 
grooves)

• Provides greater flexual strength

• Distributes loads over surrounding pavers

• Eliminates rutting problems

•  Rugged, beveled surface for a non-skid 
surface 

•  Withstands freezing and thawing cycles, 
abrasion and compressive stresses

• “Runner” and “Herringbone” patterns

• 6 colors contributing to LEED program 

Geometric characteristics:
Nominal dimensions (in./cm)
Avenue Autoblocking RL 
315/16 x 57/8 x 1113/16 in. (10 x 15 x 30 cm) 
315/16 x 1113/16 x 1113/16 in. (10 x 30 x 30 cm)

Avenue Autoblocking HV 
315/16 x 57/8 x 1113/16 in. (10 x 15 x 30 cm)

Dimensional tolerances † : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2  are the following:

Length: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
48.1 lbs/sq. ft. (235 kg/m2)

Physical characteristics†:
Compressive strength**
50 MPa (7250 psi)

Durability to freeze-thaw cycles with utilisation in 
saline solution**
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

† Copies of lab tests are available upon request.

** Tests performed as per CSA A231.2

        Pavers contributing to 
LEED program 
LEED-certified solar reflectance index 
(granite gray, light gray, opal white,  
ivory, light beige, Sahara beige)

We recommend that you examine actual  
samples before making your final choice.

Colors:

Brown

Ivory

Opal White

Burned BeigeSahara Beige

Light Beige

Sandhill Beige Salmon

Anthracite

Red

Caledonia Pink

Clay Red

Burgundy

Granite Gray

Smoke GraySilver Gray

Light Gray

Bistre

Avenue Autoblocking RL 
(System with grooves)

Avenue Autoblocking HV
(System with mortise/tenon)

PLACE BELL 
AND  
DOWNTOWN
Laval
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We recommend that you examine actual  
samples before making your final choice.

Colors:

Brown Bistre

Ivory

Opal White

Burned BeigeSahara Beige

Light Beige

Sandhill Beige Salmon

Anthracite

Red

Caledonia Pink

Clay Red

Burgundy

Granite Gray

Smoke GraySilver Gray

Light Gray

Avenue® Permeable
Urban Paver

        Pavers contributing to 
LEED program 
LEED-certified solar reflectance index 
(granite gray, light gray, opal white,  
ivory, light beige, Sahara beige)

Perfect harmony!
This beautiful paver blends in perfectly with 
surrounding architecture and urban land-
scapes.

•  5/16” (8 mm) joint 
Surface opening percentage: 8%

• Controls and/or reduces water runoff

• Improves water runoff volumes

•  Meets surface water management best 
practices

• Drains quickly

•  Versatility in manual or mechanical  
installation

• 4 inches (10 cm) thick

•  Smooth premium , Grenart premium  
or polished premium  finishes available

•  Rugged, beveled surface for a non-skid 
surface

•  High resistance to freeze-thaw cycles, 
abrasion, and compression

• 6 colors contributing to LEED program 

• Choose from s everal dazzling colors

•  Perfect for parking lots and storage areas, 
parks, and sidewalks

Geometric characteristics:
Nominal dimensions (in./cm)
315/16 x 57/8 x 1113/16 in. (10 x 15 x 30 cm)

Dimensional tolerances † : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2  are the following:

Length: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
48.1 lbs/sq. ft. (235 kg/m2)

Physical characteristics†:
Compressive strength**
50 MPa (7250 psi)

Durability to freeze-thaw cycles with utilisation in 
saline solution**
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

† Copies of lab tests are available upon request.

** Tests performed as per CSA A231.2

ARENA  
RODRIGUE  
GILBERT
Montreal



URBAN BOLDUC 22 23-

We recommend that you examine actual  
samples before making your final choice.

Colors:

Brown Bistre

Ivory

Opal White

Burned BeigeSahara Beige

Light Beige

Sandhill Beige Salmon

Anthracite

Red

Caledonia Pink

Clay Red

Burgundy

Granite Gray

Smoke GraySilver Gray

Light Gray

Avenue® M150 SL
Urban Paver

        Pavers contributing to 
LEED program 
LEED-certified solar reflectance index 
(granite gray, light gray, opal white,  
ivory, light beige, Sahara beige)

Perfect harmony!
This beautiful paver blends in perfectly with 
surrounding architecture and urban land-
scapes.

•  Ideal for streets, intersections, crosswalks, 
parking and storage areas, parks, etc.

• Choice of multiple sparkling colors

•  Smooth premium , Grenart premium  
or polished premium  finishes available

• 15 cm thick

•  Surface stabilization with grooved  
Autoblocking system  
and Lateral Security (LS)

• Better flex resistance

• Distributes loads over neighbouring pavers

• Eliminates rutting

• Rugged beveled non-skid surface

•  Great freeze/thaw, abrasion and  
compression resistance

• “Runner” installation patterns

• 6 colors contributing to LEED program

Geometric characteristics:
Nominal dimensions (in./cm)
5 7/8 x 12 5/8 x 9 7/16 in. (15 x 32 x 24 cm) 
5 7/8 x 12 5/8 x 12 5/8 in. (15 x 32 x 32 cm) 
5 7/8 x 12 5/8 x 14 3/16 in. (15 x 32 x 36 cm) 
5 7/8 x 12 5/8 x 15 3/4 in. (15 x 32 x 40 cm) 
5 7/8 x 12 5/8 x 17 5/16 in. (15 x 32 x 44 cm)

Dimensional tolerances † : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2  are the following:

Length: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
72.8 lbs/sq. ft. (355 kg/m2)

Physical characteristics†:
Compressive strength**
50 MPa (7250 psi)

Durability to freeze-thaw cycles with utilisation in 
saline solution**
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

† Copies of lab tests are available upon request.

** Tests performed as per CSA A231.2
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Tri Appia™

Urban Paver

Beauty and flexibility!
The aged look and color scheme of these 
pavers will give urban environments a 
European flair.

•  Specially designed for streets, intersec-
tions, crosswalks, parking lots, storage 
areas, parks, etc.

• Available in a variety of colors

• Extremely quick to install

• 4 inches (10 cm) thick

•  Comes in three sizes, considerably  
reducing the need for cutting

•  Withstand freezing and thawing cycles, 
abrasion and compressive stresses

• Runner pattern

Variation in paver length:
Module 1
Height x Width x Length 
315/16 x 415/16 x 77/8 in. (10 x 12.5 x 20 cm)

315/16 x 415/16 x 97/8 in. (10 x 12.5 x 25 cm)

315/16 x 415/16 x 1113/16 in. (10 x 12.5 x 30 cm)

Dimensional tolerances †: 
The permitted dimensional tolerances prescribed in the 
CSA A231.2  are the following:

Length: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
48.1 lbs/sq. ft. (235 kg/m2)

Physical characteristics†:
Compressive strength**
7250 Psi (50 Mpa)

Durability to freeze-thaw cycles with utilisation in 
saline solution**
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

† Copies of lab tests are available upon request.

** Tests according to CSA A231-2

Colors:

Sandstone Beige

Garnet Red

Limestone Gray

Terracotta Brown

LÉVIS RIVER 
STATION
Lévis

We recommend that you examine actual  
samples before making your final choice.
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Colors:

Sandstone Beige

Garnet Red

Limestone Gray

Terracotta Brown

Appialock®

Interlocking  
Urban Paver

Beauty and simplicity!
The aged look and color scheme of these 
pavers will give urban environments a 
European flair.

•  Specially designed for streets, intersec-
tions, crosswalks, parking lots, storage 
areas, parks, etc.

• Choice of four attractive colors

• Extremely quick to install

• 4 inches (10 cm) thick

•  Autoblocking system provides optimal 
surface stability

• Provide greater flexural strength

• Distribute loads over surrounding pavers

• Eliminate rutting problems

•  Withstand freezing and thawing cycles, 
abrasion and compressive stresses

• Runner pattern

Geometric characteristics:
Nominal dimensions (in./cm)
315/16 x 51/2 x 85/8 in. (10 x 14 x 22 cm)

Edge paver (one straight side) and half-paver also 
available

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2  are the following:

Length: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
48.1 lbs/sq. ft. (235 kg/m2)

Physical characteristics* :
Compressive strength**
7250 Psi (50 Mpa)

Durability to freeze-thaw cycles with utilisation in 
saline solution**
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

* Copies of lab tests are available upon request.

** Tests according to CSA A231-2

We recommend that you examine actual  
samples before making your final choice.

LANSDOWNE 
PARK  
Ottawa
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We recommend that you examine actual  
samples before making your final choice.

Pavers and Slabs 
contributing to LEED program 

Avenue, Hexagon 80,  
Citadin 80 and 65, Prestige 80 and 65

Creating a greener world
LEED-certified pavers and slabs that reduce 
your environmental footprint.

•* LEED-certified solar reflectance index

Manufacturing location: Ste-Marie 
LEED colors can be applied to various types of 
pavers by special order.

MONTREAL 
CASINO
Montreal 

        Paver and Slab contributing 
to LEED program
Contributing to LEED program solar reflectance index 

Colors:
Avenue Paver

Citadin 80 Paver

Citadin 65 Slab

Prestige 80 Paver

Prestige 65 Slab

IvoryOpal White

Sahara BeigeLight Beige

Granite Gray Light Gray

Granite Gray

Granite Gray

Granite Gray

Granite Gray

Ivory 

Ivory

Light beige

Light beige

Opal white

Opal white

Granite gray

Granite gray

Light gray

Sahara beige

Sahara beige

SMOOTH PREMIUM FINISH

GRENART AND POLISHED PREMIUM FINISH

L-01

G-01

L-03

G-03

L-05

G-05

L-11

G-11

G-13

L-34

G-34

0,908

0,902

0,899

0,9

0,912

0,894

0,908

0,895

0,899

0,905

0,909

0,41

0,529

0,346

0,398

0,47

0,504

0,305

0,384

0,307

0,368

0,459

46,8

62,4

38,1

45

54,8

58,8

33,2 

42,9

33

41,2

53,3
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Hexagon 80 Paver

Granite Gray
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         Paver contributing  
to LEED program
Contributing to LEED program solar reflectance index 
(granite gray)

Classicism and elegance!
With their smooth flat surfaces,  
this hexagonal paver fit well with 
contemporary, refined decors.

•  3 1/8 inch (8 cm) thick pavers

• Smooth premium finish

•  Choice of 5 trendy colors

• 1 color contributing to LEED program

Geometric characteristics:
Nominal dimensions (in./cm)
31/8 x 77/8 x 91/8 in.  (8 x 20 x 23 cm)

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2  are the following:

Length: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
16,9 kg/sq. ft.

Physical characteristics:
Compressive strength* :
7250 Psi (50 Mpa) 

Durability to freeze-thaw cycles with utilisation in 
saline solution* :
Maximum loss of initial weight in saline solution  
(NaCl 3%): 
• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles
• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5 % maximum 

Installation :
Refer to the technical service or to Bolduc’s website at 
www.bolduc.ca to obtain the model specification,  
installation guide or any other technical information.

* Tests performed as per CSA A231.2

Hexagon 80
Paver

Colors:

Granite gray

Ivory beige

Ice gray

Black

Anthracite brown

We recommend that you examine actual  
samples before making your final choice.

YUL  
CONDOMINIUMS
Montreal
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Classicism and elegance!
With its well-defined plane surfaces, 
this square-shaped paver fits well with 
contemporary, refined decors.

• Grenart premium  finish

•  21/2 in. (6.5 cm) thick for the slab 
31/8 in. (8 cm) for the paver

• 1 colors contributing to LEED program

•  Choice of 2 plain and contrasting colors

•  Many sizes for a greater variety of patterns

Geometric characteristics:
Nominal dimensions (in./cm)
Pavers

31/8 x 153/4 x 235/8 in. (8 x 40 x 60 cm)

Slabs

21/2 x 153/4 x 235/8 in. (6.5 x 40 x 60 cm) 
21/2 x 235/8  x 235/8 in. (6.5 x 60 x 60 cm)

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.1 and CSA A231.2 are the following:

Length: -1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: -1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
37.3 lbs/sq. ft. (182 kg/m2) 

Weight of slabs:
30.5 lbs/sq. ft. (149 kg/m2)

Physical characteristics:
Compressive strength* :
Pavers: 7250 Psi (50 Mpa) 
Slabs: 653 Psi (4,5 Mpa)

Durability to freeze-thaw cycles with utilisation in 
saline solution* :
Maximum loss of initial weight in saline solution  
(NaCl 3%):

Pavers: 
• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles
• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Slabs: 
• 1.64 oz/sq. ft. (500 g/m2) after 28 cycles 
• 3.93 oz/sq. ft. (1200 g/m2) after 49 cycles

Water absorption
Pavers: 5 % maximum 
Slabs: 6 % maximum

Installation :
Refer to the technical service or to Bolduc’s website 
at www.bolduc.ca to obtain the model specification,  
installation guide or any other technical information.

 

* Tests performed as per CSA A231.1 and CSA A231.2

Prestige™ 80 Paver

Paver Colors:

Slab Colors:

         Paver and Slab contributing  
to LEED program
Contributing to LEED program solar reflectance index 
(granite gray)

We recommend that you examine actual  
samples before making your final choice.

Anthracite

Anthracite

Granite Gray

Granite Gray

Note:

During installation, we recommend cover-
ing granite gray pavers and slabs with a 
membrane to protect them from dirt and 
grime when walking on them.

To protect paver and slab surfaces, we 
recommend using a Teflon-coated vibrat-
ing plate.

Once Prestige pavers or slabs have 
been installed and properly cleaned, we 
recommend applying a sealant for easier 
maintenance.

ROOFTOP TERRACE 
LE NORDELEC 
PRESTIGE 65 SLAB
Montreal

Prestige™ 65 Slab

PRESTIGE 80 
PAVER
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LINIA
PAVER

We recommend that you examine actual  
samples before making your final choice.

LiniaTM

 Paver

Simplicity and Refinement!
With its straight lines and plane surfaces, 
this paver is perfectly suited for contempo-
rary and classical décors. Its thickness gives 
it the versatility to be used in a variety of ap-
plications, including driveways.

• 4 inches (10 cm) thick

• Regular finish

• Choice of 2 solid and contrasting colors

Geometric characteristics:
Nominal dimensions (in./cm)
315/16 x 315/16 x 173/4 in. (10 x 10 x 45 cm)

315/16 x 77/8 x 235/8 in. (10 x 20 x 60 cm)

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2  are the following:

Length: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: - 1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
48.1 lbs/sq. ft. (235 kg/m2)

Physical characteristics* :
Compressive strength**
7250 Psi (50 Mpa)

Durability to freeze-thaw cycles with utilisation in 
saline solution**
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

* Copies of lab tests are available upon request.

** Tests according to CSA A231-2

Colors:

BlackGray
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We recommend that you examine actual  
samples before making your final choice.

Citadin® SlabCitadin® 80 Paver

Geometric characteristics:
Nominal dimensions (in./cm)
Pavers 
31/8 x 153/4 x 235/8 in. (8 x 40 x 60 cm)

Slabs 
21/2 x 153/4 x 235/8 in. (6.5 x 40 x 60 cm)

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.1 and  CSA A231.2 are the following:

Length: -1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: -1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
38 lbs/sq. ft. (183 kg/m2)

Weight of slabs:
30.5 lbs/sq. ft. (149 kg/m2) 

Physical characteristics:
Compressive strength* :
Paver : 7250 Psi (50 Mpa) 
Slab :  653 Psi (4.5 MPa)

Durability to freeze-thaw cycles with utilisation in 
saline solution* :
Maximum loss of initial weight in saline solution  
(NaCl 3%):

Paver:

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles
• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Slab:

• 0.98 oz/sq. ft. (300 g/m2) after 28 cycles
• 2.62 oz/sq. ft. (800 g/m2) after 49 cycles

Water absorption
Paver: 5% maximum 
Slab: 6% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

* Tests performed as per CSA A231.1 and CSA A231.2

CITADIN 80 
PAVER

Paver Colors:

AnthraciteGranite Gray
Elegance and refinement
With their smooth finishes, these large slabs 
and this paver give a very contemporary 
touch to any layout.

Paver
• 3 1/8 inches (8 cm) thick

• Smooth premium  finish

• Available in 2 solid and contrasting colors

• 1 color contributing to LEED program

Slabs
• 2 1/2 inches (6.5 cm) thick

• Smooth premium  finish

• Available in 2 solid and contrasting colors

• 1 color contributing to LEED program

         Paver and Slab contributing  
to LEED program
LEED-certified solar reflectance index 
(granite gray and ivory)

Slab Colors:

Granite Gray Anthracite
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Classicism and elegance!
With its well-defined plane surfaces, this 
square-shaped paver fits well with contem-
porary, refined decors.

•  31/8 in (8 cm) thick paver;  
23/8 in (6 cm) thick slab

• Regular Finish 
•  Same cube includes 3 different sizes  

for a greater variety of patterns

• Supra 19 3/16 x 32’’ alone on a cube

•  Small rectangle 6 3/8 x 12 13/16’’ alone  
on a cube

• 1 color contributing to LEED program

•  Choice of 2 contrasting solid colors  
and 6 shaded colors

• Moderate water infiltration 

Geometric characteristics:
Nominal dimensions (in./cm)
Paver 
1. 31/8 x 63/8 x 1213/16 in. (8 x 16.3 x 32.5 cm) 
2. 31/8 x 1213/16 x 1213/16 in. (8 x 32.5 x 32.5 cm) 
3. 31/8 x 1213/16 x 19 3/16 in. (8 x 32.5 x 48.8 cm)

Supra 
4. 3 1/8 x 19 3/16 x 32  in (8 x 48,8 x 81,3 cm) 
Small rectangle 
5. 31/8 x 63/8 x 1213/16 in. (8 x 16.3 x 32.5 cm)

Slab 
6. 23/8 x 63/8 x 1213/16 in. (6 x 16.3 x 32.5 cm) 
7. 23/8 x 1213/16 x 1213/16 in. (6 x 32.5 x 32.5 cm) 
8. 23/8 x 1213/16 x 193/16 in. (6 x 32.5 x 48.8 cm)

Supra 
9. 23/8 x 19 3/16 x 32  in (6 x 48,8 x 81,3 cm) 
Small rectangle 
10. 23/8 x 63/8 x 1213/16 in. (6 x 16.3 x 32.5 cm)

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.1 and  CSA A231.2 are the following:

Length: -1/32 in. to + 5/64 in. (-1 mm to +2 mm) 
Width: -1/32 in. to + 5/64 in. (-1 mm to +2 mm) 
Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
38 lbs/sq. ft. (183 kg/m2)

Weight of slabs:
28.5 lbs/sq. ft. (137.5 kg/m2)

Physical characteristics:
Compressive strength* :
Paver : 7250 Psi (50 Mpa) 
Slab :  653 Psi (4.5 MPa)

Durability to freeze-thaw cycles with utilisation in 
saline solution* :
Maximum loss of initial weight in saline solution  
(NaCl 3%):

Paver:

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles
• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Slab:

• 0.98 oz/sq. ft. (300 g/m2) after 28 cycles
• 2.62 oz/sq. ft. (800 g/m2) after 49 cycles

Water absorption
Paver: 5% maximum 
Slab: 6% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

* Tests performed as per CSA A231.1 and CSA A231.2

Citadin® M80 and M60
Urban Paver and Slab

Note: 

Pavers 1, 2 & 3 come in the same cube. 
The Supra Citadin M80 paver (4) is sold separately and is not available in onyx gray. 
Citadin M80 small rectangle paver (5) is sold separately and is available in black, gray, 
sandstone brown, ivory beige and travertine beige only.

Note : Slabs 6, 7, and 8 come in the same cube. The Supra Citadin M60 (9) is sold 
separately.Citadin M60 small rectangle (10) is sold separately and is available in ice gray, 
black, travertine beige, gray and charcoal, ivory beige.

We recommend that you use actual samples to make your final choice.

When installing Ivory Beige, Gray, Ice Gray, Onyx Gray or Black pavers or slabs, we 
recommend covering them with a membrane to protect from dirt and grime. Walk on the 
protective membrane during installation to prevent staining or spotting.

We also recommend using a Teflon-coated  
vibrating plate on pavers or slabs during installation to protect stone surfaces.

Once Citadin pavers or slabs have been installed and properly cleaned, we recommend 
applying a sealant for easier maintenance.

            Paver and Slab contributing  
to LEED program

Contributing to LEED program solar reflectance  
index (granite gray)

Paver colors:

Slab colors:

We recommend that you examine actual  
samples before making your final choice.

CHSLD 
MARGUERITE-
ROCHELEAU
Saint-Hubert

SUPRA

SUPRA

SMALL RECTANGLE

SMALL RECTANGLE

Gray and Charcoal

Gray 

Gray

Sandstone Brown

Black

Black

Travertine Beige

Ivory Beige

Ivory Beige

Travertine Beige

Ice Gray

Ice Gray

Onyx Gray

Onyx Gray

Sandstone BrownGray and Charcoal
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Beauty and nature!
With its well-defined plane surfaces, this 
square-shaped paver fits well with contem-
porary, refined decors.

• Ideal for patios, decks and driveways  

• 23/8 in (6 cm) thick slab

• 31/8 in (8 cm) think paver

• Chiseled and cut finish with a beleved 
edge

•  Same cube includes 3 different sizes for a 
greater variety of patterns

• Supra 19 3/16 x 32’’ alone on a cube 

• Choice of 7 colors

Notes: 

Pavers 1, 2 & 3 come in the same cube. 
The Supra Richelieu M80 paver (4) is sold separately and 
is not available in travertine beige, gray and charcoal, 
sandy gray. 

Slabs 5, 6, and 7 come in the same cube. The Supra 
Richelieu M60 (8) is sold separately and is not available 
in ashen beige and black.

Geometric characteristics:
Nominal dimensions (in./cm)
Paver 
1. 31/8 x 63/8 x 1213/16 in. (8 x 16.3 x 32.5 cm) 
2. 31/8 x 1213/16 x 1213/16 in. (8 x 32.5 x 32.5 cm) 
3. 31/8 x 1213/16 x 19 3/16 in. (8 x 32.5 x 48.8 cm)

Supra 
4. 3 1/8 x 19 3/16 x 32  in (8 x 48,8 x 81,3 cm)

Slab 
5. 23/8 x 63/8 x 1213/16 in. (6 x 16.3 x 32.5 cm) 
6. 23/8 x 1213/16 x 1213/16 in. (6 x 32.5 x 32.5 cm) 
7. 23/8 x 1213/16 x 193/16 in. (6 x 32.5 x 48.8 cm)

Supra 
8. 23/8 x 19 3/16 x 32  in (6 x 48,8 x 81,3 cm)

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.1 and  CSA A231.2 are the following:

Length: -1/32 in. to + 5/64 in. (-1 mm to +2 mm) 
Width: -1/32 in. to + 5/64 in. (-1 mm to +2 mm) 
Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
38 lbs/sq. ft. (183 kg/m2)

Weight of slabs:
28.5 lbs/sq. ft. (137.5 kg/m2)

Physical characteristics:
Compressive strength* :
Paver : 7250 Psi (50 Mpa) 
Slab :  653 Psi (4.5 MPa)

Durability to freeze-thaw cycles with utilisation in 
saline solution* :
Maximum loss of initial weight in saline solution  
(NaCl 3%):

Paver:

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles
• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Slab:

• 0.98 oz/sq. ft. (300 g/m2) after 28 cycles
• 2.62 oz/sq. ft. (800 g/m2) after 49 cycles

Water absorption
Paver: 5% maximum 
Slab: 6% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

* Tests performed as per CSA A231.1 and CSA A231.2

We recommend that you examine actual  
samples before making your final choice.

PÔLE-SUD  
DISTRICT
Saint-Romuald

Richelieu M80 and M60
Paver and Slab

SUPRA

SUPRA

Colors :

Sandy Gray

Gray and Charcoal

Black

Travertine Beige

Ashen Beige

Ice Gray
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ClassicMC 80
Urban Paver

Beauty and Simplicity!
This classic paver elegantly transcends the 
times with elegance.

• Selection of many sparkling colors

• Regular or Grenart premium  finish

• 3 1/8 in. (8 cm) thick

•  Withstand freezing and thawing cycles, 
abrasion and compressive stresses

• 6 colors contributing to LEED program 

Geometric characteristics:
Nominal dimensions (in./cm)
1. 31/8 x 41/4 x 81/2 in. (8 x 10.8 x 21.6 cm)

2. 31/8 x 913/16 x 913/16 in. (8 x 25 x 25 cm)

Dimensional tolerances : 
The permitted dimensional tolerances prescribed in the 
CSA A231.2 are the following:

Length: -1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Width: -1/32 in. to + 5/64 in. (-1 mm to +2 mm)

Height: ± 1/8 in. (± 3 mm)

Weight of pavers:
38 lbs/sq. ft. (183 kg/m2)

Physical characteristics:
Compressive strength* :
7250 Psi (50 Mpa)

Durability to freeze-thaw cycles with utilisation in 
saline solution* :
Maximum loss of initial weight in saline solution  
(NaCl 3%):

• 0.74 oz/sq. ft. (225 g/m2) after 28 cycles

• 1.64 oz/sq. ft. (500 g/m2) after 49 cycles

Water absorption
5% maximum

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

* Tests performed as per CSA A231.2

MOUNT-  
SAINT-LOUIS 
COLLEGE
Montreal We recommend that you examine actual  

samples before making your final choice.

Colors:

Brown

Ivory

Opal White

Burned BeigeSahara Beige

Light Beige

Sandhill Beige Salmon

Anthracite

Red

Caledonia Pink

Clay Red

Burgundy

Granite Gray

Smoke GraySilver Gray

Light Gray

Bistre
21

        Pavers contributing to 
LEED program 
LEED-certified solar reflectance index 
(granite gray, light gray, opal white,  
ivory, light beige, Sahara beige)
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Geometric characteristics:
Nominal dimensions (in./cm)

Mesa System  
Straight Face Block 
8 x 11 x 18 in. (20.3 x 27.9 x 45.7 cm)

Corner Block 
8 x 9 x 18 in. (20.3 x 22.9 x 45.7 cm)

Straight Coping Stone 
4 x 11 x 18 in. (10.2 x 27.9 x 45.7 cm)

Dimensional tolerances : 
Allowable dimensional tolerances are as follows:

Length: ±1/4 in. (±5 mm)

Depth: ±1/4 in. (±5 mm)

Height: ±1/8 in. (±3 mm)

Physical characteristics:
Compressive strength :
5075 psi (35 MPa)

Freeze - Thaw
1,97 oz/sq. ft. (600 g/m2)

Unreinforced maximum height (with embedment) :
4 ft. (1.2 m)

Use Tensar geogrid reinforcement for wall height from 
4 ft. to 30 ft.

Contact Bolduc’s technical staff for design and/or 
technical information.

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

Mesa® System

Mesa System Colors:

Smoke Gray

We recommend that you examine actual  
samples before making your final choice.

Elegance and Performance
•  Straight wall (0.5 deg) or inclined wall  

(4.5 deg) orientation using mechanical 
connectors

•  Specially adapted geogrid reinforcement 
available for structural/high wall applica-
tion

• One corner block

The Mesa system provides a superior eco-
nomical solution for all your retaining wall 
needs. Mesa’s wall structure is buttressed 
by a mechanical connection between the 
side of the wall and the Tensar geogrid re-
inforcement. These walls have the esthetic 
look demanded by architects, the efficiency 
of installation wanted by owners, and the 
reliability sought after by engineers. Mesa’s 
structural walls, terraced gardens, rounded 
walls with steps blend in effortlessly with 
the natural environment of any site.

BUCHAN 
STREET
Montréal
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Simplicity and distinction
With its contemporary style, this wallstone’s 
simplicity and distinction gives your home 
an elegant feel. Its four shades of gray and 
minimalist look will make your landscape 
stand out.

•  You can build straight walls, corners and 
double-sided walls with this versatile 
block.

•  Its independent connectors enable you to 
build a straight (0°) or inclined (4.5°) wall.

• Available in 4 colors

•  Installation in one or two dimensions 
allowing for a double-sided wall.

Geometric characteristics:
Nominal dimensions (in./cm)
Regular Block 
71/8 x 87/8 x 143/4 - 173/4 in. (18 x 22,5 x 37.4 - 45 cm)

Corner Block  
71/8 x 87/8 x 173/4 in. (18 x 22.5 x 45 cm)

Coping 
31/2 x 117/8 x 235/8 in. (9 x 30 x 60 cm)

Step 
31/2 x 153/4 x 235/8 in. (9 x 40 x 60 cm)

Dimensional tolerances : 
Dimensional tolerances are as follows:

Length: ±1/4 in. (±5 mm)

Depth: ±1/4 in. (±5 mm)

Height: ±1/8 in. (±3 mm)

Installation characteristics:
Unreinforced maximum height:
3 ft. 5 in. (1.08 m)

Radius:
4 ft. 8 in. (1422 mm)

Installation :
Consult our technical service or www.bolduc.ca for 
model specifications, installation guide or other techni-
cal information.

Supra Citadin 180 Block

We recommend that you examine actual  
samples before making your final choice.

Colors:

SUPRA  
CITADIN 180  
BLOCK

Gray and Charcoal

Travertine Beige Gray

Ivory BeigeBlack

Onyx GrayIce Gray
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